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11.	 Door openings, thresholds,  
		  cover mouldings, System 3000

12.	 Door openings, thresholds,  
		  cover mouldings, System 7000

A board is placed on the girder flanges as a founda-
tion for subsequent installation of a door threshold 
or cover moulding (NB: Not chipboard).

The girder is installed at the centre of the door 
opening so that the board has the same height 
difference as other girders. The board must be 
screwed and glued to the girder in the door open-
ing. The board is used for subsequent installation of 
a threshold or cover moulding.
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13.	 Installation at high height

15.	 Installation of skirting

14.	 Installation at extra high height

For construction heights over 250 mm, the floor covering can be attached at the room corners for lateral 
stabilisation.

As standard, the level of the Granab Subfloor System 7000 can be adjusted up to 420 mm. If heights are preferred 
up to approximately 1000 mm, masonite beams are fitted to the Granab girders. Masonite beams are available in 
various heights and lengths.

Masonite beams are secured to Granab girders with Superset no. 3879 or equivalent and self-tapping screws. 
NB: Mounting screws may not come in contact with adjustment screws/blocks.

When attaching the skirting, it must be pressed hard 
down against the floor covering.
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16.	 Installation of plastic film on Granab girders in moist environments
		  NB: The plastic film is installed above the girders – not directly on  
		  the concrete subfloor.

Installation, floating parquet

Masonite beam installationInstallation, floating 22-mm chipboard

Granab systems, including girders, are entirely non-organic and not affected by moist environments. By placing 
the plastic film over the girders, effective, long-lasting moisture protection is obtained against the floor layer 
above.

Granab systems, including girders, are entirely non-organic and not affected 
by moist environments. By placing the plastic film over the girders, effective 
moisture protection is obtained against the floor layer above.

Plastic film used in installation 
of masonite lightweight beams. 
NB: The plastic film is placed under 
the masonite beam.

Ventilated subfloors when moisture, 
mould or radon is present

Granab subfloor systems entail:

•	 Free airflow between floor girders and bottom slab.

•	 Attachment to mechanical negative pressure venti-
lation equipment ensures good ventilation between 
the bottom slab and floor.

•	 To protect the floor covering against moisture, plas-
tic film is laid above the galvanised steel girders, 
which in combination with mechanical negative 
pressure ventilation ensures an environment free 
from moisture.

•	 Granab subfloor systems are also used in radon 
decontamination.

Order our ventilation 
pamphlet for more 
information.
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Granab systems are installed as subfloor systems for tiled areas in halls 
and wet rooms in various construction projects.

Granab systems – which consist entirely of non-organic materials – are 
not sensitive to moisture and at the same time, provide effective impact 
and airborne sound insulation.

The girders are installed with c/c spacing of 300 mm.

Example, remodelling: Granab subfloor system, c/c 300 mm, 
with 22-mm chipboard, sheet of non-organic material, moisture 
barrier, tiles

A: Chipboard flooring, 22 mm     B: Sheet of non-organic material     C: Floor levelling compound

C

B

A

Tiled surfaces

Bathrooms

C C B
A

General drawing for tiled area
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CHECKLIST 1 – Installation, subfloor system
Installer's inspection of Granab Subfloor System 3000/7000

Subfloor system installation

1.	 The installation surfaces for the subfloor system must be carefully 
swept and vacuumed so that no organic or other residual materials 
remain on the subfloor/floor surfaces.

2.	 All adjustment screws are threaded (recessed) into the floor gird-
ers by at least 10 mm (after any trimming) so that no adjustment 
screws come in contact with the floor covering.

3.	 The heights of all floor girders are adjusted so that they are the 
same.

4.	 There is clearance of at least 10 mm between the floor sections 
and adjoining walls.

5.	 There is clearance of at least 5 mm after trimming the sections.

6.	 All adjustment hardware is secured to the subfloor.

7.	 Installations in and beneath the subfloor system have at least 5 mm 
of clearance to other components of the the subfloor system.

8.	 Installation of the subfloor system has been conducted according 
to the provided installation instructions.

Inspection (check off)

Company:

Installer:

Object:					     Flat no.:

Date										          Supervising installer
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CHECKLIST 2 – Installation, floor covering
Installer's inspection of Granab Subfloor System 3000/7000

Installation, floor covering 

1.	 Cleaning is to be carefully checked prior to installation of the floor 
covering so that no organic or other residual materials remain under 
the subfloor system.

2.	 NB: Trimming and other tasks involving the floor covering may not be 
conducted so as to cause contamination (such as with sawdust) of 
the cleaned floor surface.

3.	 There is clearance of at least 5 mm between the floor and adjoining 
walls.

4.	 Chipboard flooring: When attaching chipboard, no glue has come in 
contact with the adjustment hardware. The instructions from the 
manufacturer have been observed for the used flooring sheet.

	 NB: Ensure that the screws used to secure the chipboard do not 
extend into the underlying adjustment unit and dampening pad.

5.	 Parquet: Instructions from the manufacturer for the parquet used 
have been followed. 
Flooring paper has been used as an interlayer between the chipboard 
and parquet.

6.	 For construction heights above 250 mm, the chipboard sheets are 
attached at the room corners so as to attain lateral stability (see 
point 13 on page 19).

Inspection (check off)

Company:

Installer:

Object:					     Flat no.:

Date										          Supervising installer
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