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Installation example

High height

Door openings

Plastic film

As standard, the level of Granab 
Subfloor System 7000 can be adjusted 
up to 420 mm. If heights are pre-
ferred up to approximately 1000 mm, 
masonite beams are fitted to the 
Granab girders. Masonite beams are 
available in various heights and lengths. 
Masonite beams are attached to 
Granab girders with self-tapping screws.  
NB: Mounting screws may not come 
in contact with adjustment screws/
blocks.

NB: The plastic film is installed above 
the girders – not directly on the con-
crete subfloor.
Installation, floating parquet.
Granab systems, including girders, 
are entirely non-organic and not 
affected by moist environments. 
By placing the plastic film over 
the girders, effective, long-lasting 
moisture protection is obtained 
against the floor layer above.

Installation, floating 22-mm chip-
board
Granab systems, including girders, 
are entirely non-organic and not 
affected by moist environments. 
By placing the plastic film over the 
girders, an effective moisture pro-
tection is obtained against the floor 
layer above.

System 3000
A board is placed on the girder flang-
es as a foundation for subsequent 
installation of a door threshold or 
cover moulding (NB: Not chipboard).

System 7000
The girder is installed at the centre of the 
door opening so that the board has the 
same height difference as other girders. 
The board shall be screwed and glued to 
the girder in the door opening. The board 
is used for subsequent installation of a 
threshold or cover moulding.

For detailed  
information, order our 
installation instructions 
and DVD.

System 3000

System 7000
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Examples of installations

Project: Gåshaga, 48,000 m2, Lidingö

Client: Skanska AB

Project: Sjölyststranda, 9,000 m2, Oslo

Client: Veidekke ASA

Project:  
Sickla Udde, 45000 m2, Stockholm

Client:  
Skanska AB

Project: Lillåudden, 12,000 m2, Västerås

Client: PEAB AB/Mimer AB

Project: Hamar Bryggeri, 12,000 m2, Hamar

Client: Backe-Gruppen AS

Project: Kv. Mältplåten, 6,000 m2, Stockholm

Client: Skanska AB

Project: Sentrumgården, Bodö 14,000 m2

Client: Barlindhaug AS/Skanska AS



38 39

Examples of installations

Project:  
Sickla Udde, 45000 m2, Stockholm

Client:  
Skanska AB

Project:  
Kv. Hjässan, 9,000 m2, Halmstad

Client:  
NCC AB/Anjo Bygg AB

Project:  
Kv. Amnetisten, 9,000 m2, Solna

Client:  
Skanska AB

Project: Sannegårdshamnen, 13,500 m2, Göteborg

Client: JM AB

Project: Kv. Tastagate, 3,000 m2, Stavanger

Client: Skanska AS

Project:  
Hotell Haga, 4,500 m2, Stockholm

Client:  
PEAB AB

Project: Norconsult, 3,100 m2, Sandvika

Client: AF Skandinavia AS

Project: Kv. Kajkanten, 7,200 m2, Göteborg

Client: JM AB

See Granab's reference list for more projects.



Bygg- och Miljöteknik Granab AB
Phone: +46 (0) 322-66 76 50        Fax: +46 (0) 322-66 76 55  

E-mail: epost@granab.se    www.granab.se

Mailing address: P.O.Box 172    SE-447 24 Vårgårda    Sweden

Street address: Verkstadsgatan 4    Vårgårda, Sweden
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